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Vollautomatisches Fertigen der Vertikallamellen aus
beschichteten und unbeschichteten Stoffen. 
Alle gängigen Breiten von 51 mm bis 127 mm und
Längen im Bereich 150 mm bis 4800 mm können
gefertigt werden.

Optional:

	 •	Automatisches Zuführen und Einschweißen von
		  Beschwerungsplatten der Größe 89 mm und 127 mm.
		  (Option eingeschweißte Platte – Art.-Nr.: 98000282)
	 •	Automatisches Zuführen von Standard
		  Beschwerungsplatten.
		  (Option Beschwerungsplatte Standard – 
		  Art.-Nr.: 98000318)
	 •	Heißschneidesystem für das Stanzloch.
		  Automatische Auswahl der Schneidetechnik kalt/heiß	
		  durch Zuordnung aus dem Materialdatenspeicher.
		  (Option Heißschneider – Art.-Nr.: 98000283)

•	 Fertigung von bis zu 350 Lamellen pro Stunde 
	 (2500 mm Lamellenlänge) abhängig von Stoffqualität 
	 und Schweißart.

•	 Vorbereitung von Lamellen für Plafond-Anlagen
	 möglich.

•	 Sicheres Ablängen, auch bei extremen Stoffen, durch
	 getrenntes Quetsch-Schneidsystem.

•	 Automatisches Zuführen des Lamellenhalters.

•	 Automatisches Zuführen der Schweißfolie.

•	 Lamellenentnahme bei laufender Produktion.

•	 Programmunterstützte Slope-Lamellenfertigung.

•	 Bedienungsfreundlicher Touch-Screen-Monitor.

•	 Servicefreundliche Baugruppen.

•	 Integriertes Modem für Tele-Service.

•	 Zwei Lamellenhalterzuführungen für häufig wechselnde 
	 Lamellenbreiten.

•	 Barcode Scanner.

•	 Pneumatisch, nach oben öffnende Türen.

•	 4 Ablagewannen für bis zu 400 Lamellen.

•	 SB-Aufrüstsatz zur Verarbeitung von SB-Lamellen ohne
	 Lamellenhalter.

Technische Daten:

	 •	Leistung: 2,5 kW

	 •	Druck: 7,0 bar

	 •	Durchschnittl. Luftverbrauch: 10 m³/h

	 •	Anschluss: 400 V AC, 50-60 Hz

	 •	Maße: 1900 mm (2450 mm bei geöffneten Türen) x
		  8085 mm x 1010 mm (H x B x T)

	 •	Gewicht: ca. 1900 kg

	 •	Garantie: 12 Monate
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Lamellenschweißautomat

Fully automated production of vertical louvres from 
coated and uncoated fabrics. All common widths from 
51 mm to 127 mm and lengths from 150 mm to 
4800 mm can be produced.

Optional:

	 •	Bottom weights measuring 89 mm and 127 mm 
		  delivered and sealed in automatically. 
		  (Item No. 98000282 – Sealed-in weight option)
	 •	Standard bottom weights are delivered automatically. 
		  (Bottom weight standard – Item No. 98000318)
	 •	Hot cutting system for punched hole.
		  Automatic selection of cold/hot cutting based on
		  classification in material database.
		  (Item No. 98000283 – Hot cutter option)

•	 Production of up to 350 louvres per hour (2500 mm
	 louvre length) depending on fabric quality and sealing
	 type.

•	 Preparation of louvres for ceiling installations possible.

•	 Reliable cutting to length, even with extreme fabrics,
	 using split squeeze-cutting system.

•	 Louvre hanger delivered automatically.

•	 Sealing film delivered automatically.

•	 Louvres can be removed while production is in 
	 progress.

•	 Program-supported slope louvre production.

•	 User-friendly touchscreen monitor.

•	 Easy-to-service modules.

•	 Integrated modem for remote service.

•	 Two louvre hanger delivery systems for frequent 
	 changes of louvre width.

•	 Barcode scanner.

•	 Pneumatic doors that open upwards

•	 4 trays for up to 400 louvres.

•	 SB upgrade kit for processing SB louvres without 
	 louvre hangers.

Technical specifications:

	 •	Power: 2.5 kW

	 •	Pressure: 7.0 bar

	 •	Average air consumption: 10 m³/h

	 •	Connections: 400 V AC, 50-60 Hz

	 •	Dimensions: 1900 mm (2450 mm with doors open) x
		  8085 mm x 1010 mm (H x W x D)

	 •	Weight: approx. 1900 kg

	 •	Warranty: 12 month
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