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Stanze Dachflächenprofil zur Montagevorbereitung des
Dachflächenprofils an allen gängigen Dachflächenfenstern.

•	 Vorbereitung der Befestigungslaschen inklusive der
	 benötigten Bohrungen zur Montage des
	 Dachflächenprofils.

•	 Vorbereitung der Befestigungsbohrung im
	 Dachflächenprofil zur Montage der Endkappen und
	 des Plissees.

Technische Daten:
	 •	Anschluss: 
		  Pneumatisch 7,0 bar
		  Elektrisch 230 V AC / 50-60 Hz
	 •	Maße: 370 mm x 430 mm x 650 mm (H x B x T)
	 •	Gewicht:  95 kg
	 •	Garantie: 12 Monate

P 320

Stanze Dachflächenprofil

Roof window profile punch for preparing roof window 
profile for installation on all current roof windows.

•	 Preparation of mounting plates, including the 
	 necessary holes for fitting the roof window profile.

•	 Preparation of the fixing hole in the roof window 
	 profile for fitting the end caps and pleated blind.

Technical specifications:
	 •	Connections:
		  pneumatic 7.0 bar
		  electrical 230 V AC / 50-60 Hz
	 •	Dimensions: 370 mm x 430 mm x 650 mm 
		  (H x W x D)
	 •	Weight: 95 kg
	 •	Warranty: 12 months

Punch roof windows profile
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